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TECHNICAL INTRODUCTION
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model: i8-PC1

i8-CR2 FEATURES

1.5KWh motor  
30 or 60 second run time  
Large 6ltrs ash container  
Stainless Steel construction  
Anti-corrosive body  
Easy to operate 
Replaceable blade 
Easy to operate 
Pivot design to empty container

The i8-CR2 has been designed as a medium sized cremulator. Featuring a larger loading vessel and stronger motor, the 
i8-CR2 has been well received by new and existing customers alike. Easy to operate and simple to maintain with a raft of 
safety features normally seen on more expensive equipment.

The i8-CR2 can be used with any of our pet crematoriums such as the i8-PC1, i8-PC2 and i8-500. Its large loading vessel 
means it is versatile enough for most small to medium sized operations. 

Designed and manufactured in Britain to ISO 9001 accredited quality assurance standards. Our pet cremation machines 
and their range of accessories have been designed to be easy to operate and provide a seamless process to deliver the best 
customer experience for this sensitive sector. 

OPERATIONAL SPEC PHYSICAL SPEC

Ash Container (L) Door Size (mm)6ltrs 490 x 490

Motor Rating (KWh) External Length (mm)1.5KWh 1070mm

Cycle Time (Secs) External Width (mm)30/60 660mm

External Height (mm) 4310mm

Shipping Weight 82kg

The circular ash container has a large 6ltr capacity and is 
constructed of stainless steel for high durability. 

ASH CONTAINER 

HIGH GRADE STEEL STRUCTURE 

HIGH STRENGTH MOTOR 

The i8-CR2 structure is made from thick laser-cut stainless 
steel. This allows for precision construction and a strong 
and stable base for the cremulator to operate.

The 1.5 KWh motor has been designed to easily refine all 
remaining bones into a fine ash that is then suitable to be 
placed into an urn.


